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0 -6"
EMBED.

0'-5"

#1 - 2 x 8 TREATED WOOD FORMWORK/FASCIA -

" CONTINUOUS ALONG ROOF EDGE FASTENED TO EDGEO

OF CONCRETE ROOF DECK WITH 3 1
STAINLESS STEEL SCREWS AT 12" D C.

. 1/2" DIA. THREADED ROD EPOXY ANCHOR AT 6" OC

3/4" 101"

g
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0.060 EPOM RODF ING

REMOVE EXISTING LATENT MORTAR
FROM FACE OF BRICK

BACKER ROD AT JOINT

ROOF TOP EQUIPMENT.
SEALANT
POLYISD TAPERED INSULATION
1/2" ROOF ING CELLULOSIC-F BER BOARD

SUPPORT (12" HIGH)

MEMBRANE FLASHING

GRIND OUT EXISTING MORTAR 3/4" TO 1"
BACK FROM FACE OF BRICK. PROVIDE NEW
MORTAR. SEE SPECIAL PROVISIONS

REFER TO MECHANICAL.
PREFABRICATED EQUIPMENT

3. SAW-CUT FULL DEPTH

. BONDED CONSTRUCTION JOINT

5 AND 14

8,15

L/

13

ROLLED LEAD WEOGE / BACKER ROD - SPACE
ROLLED LEAD WEDGE AT 30" MAXIMUM TYPICAL -
zlﬁzCE S&KER ROD BETWEEN WEDGES

. ELASTOMERIC JOINT SEALANT - POLYURETHANE
SEALANT CONTINUOUS AND TOOLED SMOOTH.

. PREFINISHED METAL WALL FLASHING RECEIVER -
INSERTED INTD CUT REGLET I[N
MORTAR JOINT CUT 1"
1S TO BE PERMANENT.

#6 3/4" PAN HEAD STAINLESS STEEL SHEETMETAL
SCREW - INSERT SCREW [NTO METAL RECEIVER
AT 30" MAXIMUM TYPICAL.

. TERMINATION BAR - CUNTINUOUS ALONG
APPLY MANUF ACTURER

~

o

o

== _— 10 APPROVED CAP BEAD "OF SEALANT CONTINLOUS
1 PP ALONG TOP EDGE OF TERMINATION BAR AND
— 11 INSTALL SEALANT BETWEEN MEMBRANE AND
4 — MASDNRY SUBSTRATE.
12 6. PREF INISHED METAL REMOVABLE WALL COUNTER-

FLASHING - [NSERT INTD RECEIVER PORTION
COVERING ROOF ING TERMINATION BAR.

. FIBER CANT - AS REQUIRED BY ROOF ING
MANUFACTURER.

TWO-PIECE REMOVEABLE COUNTER-FLASHING

MASONRY
DEEP MIN. - THIS RECEIVER
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<€> TUCKPOINTING DETATL

#2 - 2 x 4 TREATED WOOD DECK PLATE - INSTALL
WITH STAINLESS STEEL SCREWS - MATCH ROOF
[NSULATION THICKNESS.

1/2" BC PLYWOOD RIPPER - CONTINUQUS ALONG
NORTH ROOF EDGE ON UPPER ROOF - ANCHOR
[NTO 2 x 4 WOOD SUBSTRATE.

. TAPERED POLY[SOCYANANURATE ROQF

[NSULATION - ADHERED TO BASE SHEET PER
MANUFACTURER REQUIREMENTS.

11. 2" POLY[SOCYANANURATE ROOF INSULATION -

S
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s &

ADHERE TO EXISTING CONCRETE ROOF DECK.
EXISTING CONCRETE ROOF DECK.

- 0.60 EPOM MEMBRANE - EXTEND UP WALL AND OR

CHIMNEY AND TERMINATE WITH TERMINATION BAR
AS REQUIRED BY MANUFACTURER.

L 174" x 1 172" HEX STAINLESS STEEL CONCRETE

SCREW - [NSTALL THRU TERMINATION BAR INTO
MASONRY MORTAR JOINT.

ROOF [NG_SYSTEM SEALANT - CONTINUQUS PER
MANUFACTURER REQUIREMENTS.

. EXISTING MASONRY FACE BRICK.

TREATED PLYWOOD AS REQUIRED TO ACHIEVE
SPECIFIED ROOF SLOPE.

TYP.

0'-0 3/4"
N 0'-3 172"
T

0'-3"
VERIFY

;scc DETAIL 479 FOR EXISTING CONDITION
jy na— (r

EXPANSTON

EXISTING CONCRETE DECK

JOINT DETATL

CUT OFF TOP OF RAIL IN
ORDER_FOR NEW HSS TO
MEET TOP OF RAIL

)

REQUIREMENTS

|,/ (E) ANGLE BALUSTER —~_

EXISTING

/Nﬁf

NEW

— -TOP OF RAIL

DETATL

[=— PROVIDE 1/4" TH. CAP PL.
NITH 3/16 SEAL WELD AT
ENDS OF TUBE RAIL

[—— NEW HSS3X2X3/16 - MITER
AND FULL-PEN WELD
CORNERS

TYP.
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ROOF ING \
b\
=N
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RIGID [NSULATION

EXISTING CONCRETE DECK

FQUIPMENT SUPPORT

<€> RATL REPLACEMENT

0'-0 374"
N 0'-3 172"
T

Sm Sm
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3z8 . 0.60 EPOM MEMBRANES - EXTEND OVER ROOF EOGE 6. .040 PREF [NISHED ALUMINUM BREAKMETAL GRAVEL 282 - 0.60 EPOM MENBRANES - EXTEND OVER ROOF EOGE
D0 — - . DO — -
2% 2 x 6 WOOD BLOCKING AND LAP OVER METAL FASCIA STOP - EXTEND 3 1/2" ONTD 2 2% z X e W0OD BLOCKING AND LAP OVER METAL FASCIA 6. 040 PREF [NISHED ALUMINUM BREAKNETAL CRAVEL
-== COVER. SUBSTRATE - ANCHOR INTO WOOD SUBSTRATE WITH #8 == STOP ~ EXTEND 3 1/2" ONTO 2 x 6 ROOF EDGE
1174" STAINLESS STEEL SCREWS AT 12" 0.C. SUBSTRATE ~\/NCHOR_INTO_WOUD SUBSTRATE NITH #8
2. 2" POLYISOCYANANURATE ROOF INSULATION AND 2. 2" POLYISOCYANANURATE ROOF INSULATION AND
TAPERED POLY[SOCYANANURATE R 7. #1 2 x 6 TREATED WOOD FASCIA - CONTINUOUS ALONG TAPERED POLY[SOCYANANURATE RODF .
INSULATION - ADHERE TO EXISTING CONCRETE RUUF €00 FASTENED TO EDGE OF CONCRETE ROOF INSULATION - ADHERE TO EXISTING CONCRETE + #1 2 x 8 TREATED WOUD FASCIA - CONTINUGUS ALONG
B R LT e BEC I /47 AT IO SAIRESS STl e T A boe W8 SRS DS AR TR s
BETWEEN TOP OF METAL LEVEL GRAVEL STOP AND . BETWEEN TOP OF NETAL LEVEL GRAVEL STOP AND AT 12" 0.C.
27 RIGID BASE INSULATION SHEET ON 1960 ADDITION 8. .040 ALUMINUM BREAKMETAL CONT INUDUS CLEAT - 27 RIGID BASE INSULATION SHEET ON 1960 ADDITION
SINGLE SLOPED ROOF. r HOR [N m1 000 SRBSTRATE WITH #8 x SINGLE SLOPED RODF. 8 -Agggoét%muwoggEéﬁggékTgﬂumUggSXC%Em;
3. ROOF SYSTEM SEALANT CONTINUOUS - PER S A:NLESS STEEL SCREWS AT 127 0.C. 3. ROOF SYSTEM SEALANT CONTINUGUS - PER STAINLESS STEEL SCREWS AT 12" 0.C.
MANUF ACTURER REOUIREMENTS. 9. Lélz‘mgo%lrﬁpg%lgumg&ﬁIaassgﬁsa:nﬂrkg?ﬂkglm - MANUF ACTURER REOUIREMENTS. 4 172" RODFING CELLULOSIC - FIBER BOARD INSULATION -
I8 Rggglggo&n sgmwusumc PER MANUFACTURER REQUIREMENTS. I8 Rgggl%:o& sgmwusuma PER MANUFACTURER QEEEF;EE&EN%PERED INSULATION PER MANUFACTURER
NOTE: REFER TO GUTTER DETAIL FOR SUBSTRATE
5. .040 ALUMINUM BREAKMETAL CONTINUDUS CLEAT - [NFORMAT[ON AND ANCHORAGE TO EXISTING 5. .040 ALUMINUM BREAKMETAL CONT INUOUS CLEAT - NOTE: REFER TO GUTTER DETAIL FOR SUBSTRATE
é'I‘CTOREéngngODSéggSQM}E ngg #8 1 SUBSTRATES. épI‘CTgREégrngggpséggsgm}E gng 8 1 émgg?gﬂé[sw AND ANCHORAGE TO EXISTING
AINLI L WS AT 1 AINL! L WS AT 1 .
10. DRIP LEG 10. DRIP LEG
m ;g‘jygfggkww AS REQUIRED TO ACHIEVE SPECIFIED 11, TREATED PLYWOOD AS REQUIRED TO ACHIEVE SPECIFIED
ROOF SLOPE
/I /1
| 5 1/2° ROOF EDGE DETAIL ) 5  ROOF EDGE DETAIL
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